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JRATE

1SO 8001:2000 Certified

Certificate of Analysis

SP/A9/0133
Vessel / Shore Tank : SHORE TANK 3 Sample Submitted By : IAC Searsport
Product : #6 Fuel OIl Analysis Performed By :  1AC Portland
Ciient Reference : V-08-01879 Date Sampled : 19-Jan-2009
Terminal / Port/ Office . SPRAGUE SEARSPORT Date Reported : 21-Jan-2009
Job ID : 0020-0001248 Submission (D ; 2009-020-00081
Sample Details . AFTER DISCHARGE OF JADE STAR
Comments :
Sample Number 2008-020-00081-004
Method Test Resuit Specification
ASTM D287 AP Gravity, ° API-U,M,L Calc Avg 13.4 10 Min
ASTM D1250 Density at 15°C-U ML Calc Avg 0.9759
ASTM D4264 Sulfur Content, mass %-U,M,L Caic Avg 1.22 2.00 Max
ASTM D445 Kinematic Viscosity, ¢St-U,M,i. Calc Avg 480.8
ASTM D2181 Test Temperature, ° F 122
Saybolt Furol Seconds, sec-U,M,L Calc Avg 227 75-300 {ssf)
ASTM D85S Water, % (viv) 0.30 1.0 Max
ASTM D473 Sediment Content, mass % <0.0% 0.1 Max
ASTM D1796 Water and Sediment, % {v/v) 0.400 1.0 Max
ASTM D93 Proc. B Manual / Automated Automatic
Flash Point, "C /7 F 101.0/214 150 Min (F)
ASTM D482 Ash Content, mass % 0.0431 0.1 Max
IP 470 Aduminum, ppm (mg/kg) 59
Silicon, ppm {mgfkg) 46
Sodium, ppm (mg/kg) 48 80 Max
Vanadium, ppm (mglkg} 36 300 Max
ASTM DET62 Nitrogen, Yewt 0.375
ASTM D240 Gross Heat of Combustion Unit Conversion, BTU/Y) 186707 151843
ASTM D4530 Carbon Residue, % (m/m}) 11.4 2% Max
ASTM D87 Pour Point, *C7° F 5 /43 60 Max (F)
ASTM D6560 Asphaitenes, % {mim) 6.1 14 Max
ASTM D287 AP Gravity, * AP}
Upper 13.4
Middie 13.4
Lower 13.4
ASTM D4294 Sulfur Content, mass %
Upper 1.22
Middle 1.22
Lower 1.22
ASTM D445 Kinematic Viscosity, oSt
Upper 489.1
Middte 4733
Lowsr 478.7
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